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DESCRIPTION 
 

 

High quality, non-adhesive plastic barrier tape printed with high visibility warning diagonal stripes. The 
tape is made from 100% virgin grade polyethylene. 
 

ECO™ Barrier Tape is available in two different colour formats (red & white or black & yellow) and supplied 
in 50M, 100M, 250M or 500M long rolls. 
 

Custom printing is available on request. 
 

ECO™ Barrier Tape is a tradename of UK Tapes Ltd. 

 
INSTRUCTIONS / USES Used to temporarily cordon off hazardous areas and to mark out incident scenes, race courses, 

construction areas etc. 

 
BENEFITS / KEY FEATURES > ECO™ Barrier Tape offers excellent quality for a low price  

> Each 500M roll of ECO™ Barrier Tape is supplied in a handy cardboard dispenser carton 

 
TECHNICAL INFORMATION 
 
 TAPE WIDTH  TAPE THICKNESS  ROLL LENGTH  

 75mm wide  30mu (0.03mm)  50M, 100M 250M or 500M  

 
 SUBSTRATE  INK  PVC CONTENT  

 
LDPE 

(Low density polyethylene)  Highly resistant, solvent based  The tape contains NO PVC  

 
 LONGITUDINAL ELONGATION  RESISTANCE TO ACID/ALKALI  TENSILE STRENGTH  

 25%  Highly resistant  4 Kgs  

       
 

STANDARD VERSIONS 
 
 COLOUR 75mm x 50M 75mm x 100M 75mm x 250M 75mm x 500M  

 Red & White  UKT10RW50 UKT10RW100 UKT10RW250 UKT10RW500  

 Black & Yellow  UKT10BY50 UKT10BY100 UKT10BY250 UKT10BY500  

 
 


