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DESCRIPTION 
 

 

High quality, non‐adhesive plastic barrier tape pre‐printed with a warning / identification text. The tape 
is made from 100% virgin grade polyethylene. 

 
INSTRUCTIONS / USES  Used to temporarily cordon off hazardous areas and to mark out hazards, incident scenes, construction 

areas etc. 

 
BENEFITS / KEY FEATURES  > High visibility tape to quickly & effectively cordon off an area 

> Low cost 
> Each 250M roll of Pre‐printed barrier tape is supplied in a handy cardboard dispenser carton 

 
TECHNICAL INFORMATION 
 

  TAPE WIDTH    TAPE THICKNESS    ROLL LENGTH   

  75mm wide    70mu (0.07mm)    250M   

 

  SUBSTRATE    INK    CORE   

 
LDPE 

(Low density polyethylene) 
  Highly resistant, solvent based    76mm diameter cardboard core   

 

  PVC CONTENT    PACKING    CARTON QUANTITY   

  The tape contains NO PVC    Individual cardboard dispenser carton    10 rolls or 20 rolls   

 

  ELONGATION    TENSILE STRENGTH    ROLL WEIGHT   

  100%    40 MPa    1.20 Kgs   

             
 

STANDARD VERSIONS     continued on page 2 
 

 
UKT14ARCH UKT14AREM UKT14ASB UKT14WAPL 

   

 
UKT14BIO UKT14BUI UKT14CAVE UKT14CAU 

   

 
UKT14CDE UKT14DNE UKT14DNES UKT14CDN 

   

 
UKT14CHE UKT14CORL UKT14WAS UKT14CON 

   

 
UKT14DAR UKT14DAN UKT14DGR UKT14DDN 

   

 
UKT14DNC UKT14ENT UKT14DONE UKT14DON 

   

 
UKT14DCS UKT14DEM UKT14EXP UKT14ENE 

   

 
UKT14HOT UKT14HZZ UKT14KEE UKT14HZC 

   

 
UKT14GAS UKT14HAZ UKT14HAT UKT14LAS 

   
   

 
 

UKT14DOU UKT14EAR UKT14RIS  
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STANDARD VERSIONS     continued 
 

 
UKT14HIV UKT14DHV UKT14DLIV UKT14LIV 

   

 
UKT14LIVE UKT14LIVM UKT14LVQ UKT14WLE 

   

 
UKT14CLO UKT14LIF UKT14LIP UKT14LOC 

   

 
UKT14MAI UKT14MIN UKT14DMIN UKT14NOI 

   

  
UKT14NEN UKT14SMO UKT14WNP UKT14NONC 

   

  
UKT14OPE UKT14OWP UKT14OVE UKT14OPO 
    

  
UKT14NEN UKT14SMO UKT14WNP UKT14NONC 

   

   
UKT14OPE UKT14OWP UKT14OVE UKT14OPO 

   

 
UKT14ORD UKT14OUT UKT14SERV UKT14OFF 

    

 
UKT14QUAW UKT14QUA UKT14NOP UKT14PRO 

    

 
UKT14BOND UKT14RES UKT14REJ UKT14DPA 

    

 
UKT14LSA UKT14RLSA UKT14RDI UKT14RAD 

    

 
UKT14RRKO UKT14SAL UKT14SALW UKT14SPI 

    

 
UKT14SCA UKT14SWP UKT14SEC UKT14SNE 

    

 
UKT14SCY UKT14SRA UKT14SNP UKT14SCC 

    

 
UKT14PRS UKT14HPT UKT14LEA UKT14WTH 

    

 
UKT14BEL UKT14MEN UKT14OVE UKT14WOR 

    

  

  UKT14FLO UKT14PAI 

 


