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High quality, non-adhesive plastic barrier tape pre-printed with a warning / identification text. The tape
is made from 100% virgin grade polyethylene.

Used to temporarily cordon off hazardous areas and to mark out hazards, incident scenes, construction
areas etc.

> High visibility tape to quickly & effectively cordon off an area
> Low cost
> Each 250M roll of pre-printed barrier tape is supplied in a handy cardboard dispenser carton

TECHNICAL INFORMATION

TAPE WIDTH TAPE THICKNESS ROLL LENGTH
75mm wide 70-100 microns (0.07-0.1mm) 250M
SUBSTRATE INK CORE

LDPE . . .
. Highly resistant, solvent based 76mm diameter cardboard core
(Low density polyethylene)
PVC CONTENT PACKING CARTON QUANTITY
The tape contains NO PVC Individual cardboard dispenser carton 16 rolls
ELONGATION TENSILE STRENGTH ROLL WEIGHT
100% 40 MPa 1.20-1.60 kgs
DESIGN
BASE COLOUR PRINT COLOUR DESIGN
Various Various Various

See website for details on all standard designs

All information is given in good faith and as a guideline only. No warranty is impressed or implied. The user is responsible for ensuring the goods are sufficient and suitable for the required
purpose. All values stated are average values and should not be regarded as the maximum or minimum. UK Tapes Ltd reserves the right to modify this specification without notice.




