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DESCRIPTION 
 

 

High quality, non-adhesive plastic barrier tape, available in a range of plain colours. The tape is made from 
100% virgin grade polyethylene. 

 
INSTRUCTIONS / USES Used for colour-coded cordoning off areas, marking out race courses, carnivals, sports events, public 

gatherings. 

 
BENEFITS / KEY FEATURES > Six colours – available from stock 

> Each roll is supplied in a handy cardboard dispenser carton 

 
STANDARD VERSIONS 
 
 COLOUR  REF    

 Orange   UKT18ORG250    

 Yellow   UKT18YEL250    

 Blue   UKT18BLU250    

 Green   UKT18GRN250    

 White   UKT18WHT250    

 Red   UKT18RED250    

 

 
 

TECHNICAL INFORMATION 
 
 TAPE WIDTH  TAPE THICKNESS  ROLL LENGTH  

 75mm wide  100mu (0.1mm)  200M  

 
 SUBSTRATE  INK  CORE  

 LDPE 
(Low density polyethylene)  Highly resistant, solvent based  76mm diameter cardboard core  

 
 PVC CONTENT  PACKING  CARTON QUANTITY  

 The tape contains NO PVC  Individual cardboard dispenser carton   16 rolls  

 
 ELONGATION  TENSILE STRENGTH  ROLL WEIGHT  

 100%  40 MPa  1.20 Kgs  
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