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PRODUCT DATA SHEET

T A P E S|
Ref TS529E
BRITE™ REFLECTIVE TAPE : ECE 104 GRADE bac B
UKT26EC
DESCRIPTION Premium quality, prismatic, self-adhesive, retro-reflective marking tape specifically designed for use
lorries, vans, HGVs and other vehicles.
Shines brightly in darkness when a light is directed towards it.
Available in 3 colours :
White (front of vehicle)
Yellow (sides of vehicle)
Red (rear of vehicle)
Available in 2 grades :
For RIGID-SIDED vehicles and for CURTAIN-SIDED vehicles.
CONSTRUCTION The tape consists of prismatic lenses formed in a durable, transparent resin, sealed in a synthetic film and
backed with an aggressive pressure sensitive adhesive with a protective liner.
APPLICATION For best results, apply in temperatures of not less than 10°C. Ensure the surface is clean, dry and free
from dust, grease, oils etc. Remove the backing paper, unroll the tape and apply pressure evenly to ensure
a firm bond.
BENEFITS / KEY FEATURES > Complies with ECE 104

> The tape is embossed with a quality mark to show that it is genuine ECE 104 grade material
> Prismatic — Excellent reflectivity

TECHNICAL INFORMATION

SUBSTRATE ADHESIVE CORE
UV stabilised polymeric film High tack, pressure sensitive 76mm diameter cardboard core

TAPE WIDTH TAPE THICKNESS ROLL LENGTH

50mm 390mu (0.39mm) 10M or 50M

APPLICATION TEMPERATURE LIFE EXPECTANCY SHELF LIFE

10°C to 40°C 8 years (rigid-sided version) 12 months

3 years (curtain-sided version)
| COEFFICIENT OF RETRO-REFLECTION
. 5° Entrance Angle

Observation Angle White Yellow Red
0.33° 650 550 150

All values are cd / lux / M?

OTHER INFORMATION

BRITE™ REFLECTIVE TAPE is a trade name of UK Tapes Ltd

All information is given in good faith and as a guideline only. No warranty is impressed or implied. The user is responsible for ensuring the goods are sufficient and suitable for the required
purpose. All values stated are average values and should not be regarded as the maximum or minimum. UK Tapes Ltd reserves the right to modify this specification without notice.
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