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DESCRIPTION 
 

 

Premium quality, non‐adhesive plastic barrier  tape with  red, white and  reflective stripes  to offer high 
visibility warning 24 hours a day, 7 days a week.  
 

The retro‐reflective stripes can be picked up in the dark by car headlights, torch light, head torches etc 
 

Made from strong, non‐adhesive polythene. 
 

Each roll is supplied in a handy cardboard dispenser carton. 
 

Can be custom‐printed, subject to minimum quantity requirements. 

 
USES  A night and day barrier tape. 

 

Ideal  for all cordon / barricading applications,  in particular  those that will be  in place both during the 
day and at night. 

 
BENEFITS / KEY FEATURES  > Premium quality barrier tape 

> High visibility during the day – reflective at night. 
> Supplied in a handy dispenser carton 

 
TECHNICAL INFORMATION 
 

  SUBSTRATE    BASE COLOUR    PRINT COLOURS   

 
Virgin Grade LDPE 

(low density polyethylene) 
  Opaque white    Red & reflective silver   

 

  TAPE WIDTH    TAPE THICKNESS    ROLL LENGTH   

  75mm wide    50mu (0.05mm)    250M long   

 

  PVC CONTENT    DESIGN    CORE   

  The tape contains NO PVC    Warning diagonal stripes 
(printed on one side only) 

  76mm diameter cardboard core   

 

  ELONGATION    TENSILE STRENGTH    ROLL WEIGHT   

  260%    13 MPa    Approx 0.95 kgs   

 

  DENSITY    COLOUR PIGMENT    CARTON QUANTITY   

  0.925 – 0.940 kg/m³ at 20°C    Lead‐free    20 rolls   
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