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PRODUCT DATA SHEET

T A P E S|
Ref TS655
REUSABLE WOVEN BARRIER TAPE buc
UKT35
DESCRIPTION High strength and heavy duty barrier tape made from highly-resistant, woven polypropylene.
INSTRUCTIONS / USES Used for the temporary cordoning off and marking out of areas
BENEFITS / KEY FEATURES > High strength
> Reusable
> Suitable for internal or external use
> High resistance to chemicals
> Weatherproof
STANDARD VERSIONS
REF COLOURS DESIGN
UKT358Y Yellow / Black / Yellow —
UKT35RW White / Red / White _
TECHNICAL INFORMATION
SUBSTRATE COLOURING CORE

Woven polypropylene

Self-coloured polypropylene

Self-wound (no cardboard core)

TAPE WIDTH TAPE THICKNESS ROLL LENGTH
50mm 525mu (0.525mm) 45M long
PVC CONTENT RESISTANCE TO ACID RESISTANCE TO ALKALI

The tape contains NO PVC

Highly resistant down to 2.5pH

Highly resistant up to 11pH

PACKING

CARTON QUANTITY

TENSILE STRENGTH

Individually plastic wrapping

36 rolls

130 kgs

OTHER INFORMATION

All information is given in good faith and as a guideline only. No warranty is impressed or implied. The user is responsible for ensuring the goods are sufficient and suitable for the required
purpose. All values stated are average values and should not be regarded as the maximum or minimum. UK Tapes Ltd reserves the right to modify this specification without notice.




