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T APES] PRODUCT DATA SHEET

Ref TS1481
2001 TAPE™ WATERPROOF CLOTH TAPE buc
UKT93
DESCRIPTION Multi-purpose, plastic coated cloth adhesive tape.
Aka Gaffer Tape, Duct Tape
INSTRUCTIONS / USES Possibly 2001 different applications, including
Laying cables to floors, stages, exhibitions etc.
Sealing export parcels and drums.
Repairing tents and sails.
Joining carpets.
Splicing heavy duty fabrics
Sealing plasterboard seams
Bundling poles and tubes
Sealing air ducts and other HVAC applications
Colour-coded identification
BENEFITS / KEY FEATURES > Waterproof
> Easy to tear by hand
> Highly versatile
TECHNICAL INFORMATION
SUBSTRATE ADHESIVE CORE
Polythene / cloth laminate Rubber 76mm diameter cardboard core
TAPE WIDTHS TAPE THICKNESS ROLL LENGTH
25mm, 50mm, 75mm, 100mm 180mu (0.18mm) 50M long
COLOURS SHELF LIFE APPLICATION TEMPERATURE
Silver Grey, Black, White R R
Red, Blue, Yellow, Green Lyear >"C to 40°C
ADHESION TO STEEL ADHESION TO BACKING TENSILE STRENGTH
125N/ 25mm 7.5N/25mm 87.5N/25mm

All information is given in good faith and as a guideline only. No warranty is impressed or implied. The user is responsible for ensuring the goods are sufficient and suitable for the required
purpose. All values stated are average values and should not be regarded as the maximum or minimum. UK Tapes Ltd reserves the right to modify this specification without notice.




